Mine Safety and Health Admin., Labor

§77.1004 Ground control; inspection
and maintenance; general.

(a) Highwalls, banks, benches, and
terrain sloping into the working areas
shall be examined after every rain,
freeze, or thaw before men work in
such areas, and such examination shall
be made and recorded in accordance
with §77.1713.

(b) Overhanging highwalls and banks
shall be taken down and other unsafe
ground conditions shall be corrected
promptly, or the area shall be posted.

§77.1005 Scaling highwalls; general.

(a) Hazardous areas shall be scaled
before any other work is performed in
the hazardous area. When scaling of
highwalls is necessary to correct condi-
tions that are hazardous to persons in
the area, a safe means shall be provided
for performing such work.

(b) Whenever it becomes necessary
for safety to remove hazardous mate-
rial from highwalls by hand, the haz-
ardous material shall be approached
from a safe direction and the material
removed from a safe location.

§77.1006 Highwalls; men working.

(a) Men, other than those necessary
to correct unsafe conditions, shall not
work near or under dangerous
highwalls or banks.

(b) Except as provided in paragraph
(c) of this section, men shall not work
between equipment and the highwall or
spoil bank where the equipment may
hinder escape from falls or slides.

(c) Special safety precautions shall
be taken when men are required to per-
form repair work between immobilized
equipment and the highwall or spoil
bank and such equipment may hinder
escape from falls or slides.

§77.1007 Drilling; general.

(a) Equipment that is to be used dur-
ing a shift shall be inspected each shift
by a competent person. Equipment de-
fects affecting safety shall be reported.

(b) Equipment defects affecting safe-
ty shall be corrected before the equip-
ment is used.

§77.1008 Relocation of drills;
guards.

(a) When a drill is being moved from

one drilling area to another, drill steel,

safe-

§77.1012

tools, and other equipment shall be se-
cured and the mast placed in a safe po-
sition.

(b) When a drill helper is used his lo-
cation shall be made known to the op-
erator at all times when the drill is
being moved.

§77.1009 Drill; operation.

(a) While in operation drills shall be
attended at all times.

(b) Men shall not drill from positions
that hinder their access to the control
levers, or from insecure footing or
staging, or from atop equipment not
designed for this purpose.

(c) Men shall not be on a mast while
the drill bit is in operation unless a
safe platform is provided and safety
belts are used.

(d) Drill crews and others shall stay
clear of augers or drill stems that are
in motion. Persons shall not pass under
or step over a moving stem or auger.

(e) In the event of power failure, drill
controls shall be placed in the neutral
position until power is restored.

(f) When churn drills or vertical ro-
tary drills are used, drillers shall not
be permitted to work under suspended
tools, and when collaring holes, in-
specting, or during any operation in
which tools are removed from the hole,
all tools shall be lowered to the ground
or platform.

§77.1010 Collaring holes.

(a) Starter steels shall be used when
collaring holes with hand-held drills.

(b) Men shall not hold the drill steel
while collaring holes, or rest their
hands on the chuck or centralizer while
drilling.

§77.1011 Drill holes; guarding.
Drill holes large enough to constitute
a hazard shall be covered or guarded.

§77.1012 Jackhammers;
safeguards.

operation;

Men operating or working near jack-
hammers or jackleg drills, or other
drilling machines shall position them-
selves so that they will not be struck
or lose their balance if the drill steel
breaks or sticks.
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